
 

 

 

 

BAG FILTERS 
 

 
Far Sight Air Filters are produced from certified air filter media 

The efficiency levels and media characteristics of Far Sight Air Filters are listed below.  
SERIES MEDIA COLOR MEDIA TYPE EFFICIENCY RANGE* 

FS-95 YELLOW Synthetic Fiber 90 - 95% * 

FS-65 PINK Synthetic Fiber 60 - 65%* 

*Nominal industry efficiency range. Far Sight guarantees efficiency in accordance with testing results as conform to 
tolerances of ARI Standard 850-78 & ASHRE-52-76 
 
 
 

        

 

 

 

 

 

 



The High efficiency bag filters are made with 100% synthetic fibers, designed to directly replace 

applications using fiberglass bag filter. It has performance characteristics comparable to those of fiberglass 

bag filter, but with a lower resistance to the flow of air for additional energy savings. Its unique two-stage 

media of durable synthetic fibers permit maximum depth loading for longer service and are engineered to 

withstand the rigors of the most demanding applications.  

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 

 
 

 
 

 
 
 
 
 
 
 

 
 

 
Using and exclusive internal design and constructed of the highest quality raw materials available. The 

polyester bag filter is unparalleled in performance and value. 

 
The extended surface bag filter was developed to provide dependable performance in commercial and 
industrial applications as an alternative to ultra-fine fiberglass media. Hospitals, manufacturing plants, and 
buildings can depend on the performance of these synthetic bag filers. 
  



6 POCKET TYPE - SELECTION GUIDE AND PERFORMANCE DATA (90 – 95% EFFICIENCY)  

 
MODEL NO 

NOMINAL SIZE (inches) No of 
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C.F.M CAPACITY (CFM) RESISTANCE INCHES W.G MEDIA AREA 
SQ FT 
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FS95-4436-6P 24 x 24 x 36 6 1500 2000 2500 0.30 0.45 0.65 83 
FS95-4430-6P 24 x 24 x 30 6 1000 1500 2000 0.25 0.35 0.50 61 
FS95-4429-6P 24 x 24 x 29 6 1500 2000 2500 0.35 0.50 0.70 68 
FS95-4424-6P 24 X 24 X 24 6 1000 1500 2000 0.20 0.45 0.58 56 
FS95-4422-6P 24 X 24 X 22 6 1000 1500 2000 0.20 0.45 0.60 50 
FS95-4420-6P 24 X 24 X 20 6 500 1000 1500 0.23 0.45 0.68 45 
FS95-4418-6P 24 x 24 x 18 6 800 1000 1250 0.25 0.32 0.47 42 
FS95-2436-3P 12 x 24 x 36 3 750 1000 1250 0.30 0.45 0.65 42 
FS95-2430-3P 12 x 24 x 30 3 500 750 1000 0.25 0.35 0.50 30 
FS95-2429-3P 12 x 24 x 29 3 750 1000 1250 0.35 0.50 0.70 34 
FS95-2424-3P 12 x 24 x 24 3 500 750 1000 0.28 0.45 0.60 28 
FS95-2422-3P 12 x 24 x 22 3 500 750 1000 0.30 0.45 0.65 25 
FS95-2420-3P 12 x 24 x 20 3 250 500 750 0.23 0.45 0.68 22 
FS95-2418-3P 12 x 24 x 18 3 375 500 625 0.40 0.45 0.55 22 
FS95-0436-5P 20 x 24 x 36 5 1600 2000 2400 0.45 0.65 0.72 68 
FS95-0430-5P 20 x 24 x 30 5 800 1200 1600 0.25 0.35 0.50 51 
FS95-0429-5P 20 x 24 x 29 5 1200 1600 1800 0.35 0.50 0.70 54 
FS95-0422-5P 20 x 24 x 22 5 1000 1200 1400 0.30 0.45 0.65 41 
FS95-0420-5P 20 x 24 x 20 5 425 825 1250 0.28 0.45 0.68 37 
FS95-0418-5P 20 x 24 x 18 5 750 1000 1250 0.30 0.47 0.55 35 
FS95-0036-5P 20 x 20 x 36 5 800 1200 1600 0.20 0.30 0.45 63 
FS95-0030-5P 20 x 20 x 30 5 800 1200 1600 0.25 0.35 0.50 43 
FS95-0029-5P 20 x 20 x 29 5 800 1200 1600 0.25 0.35 0.50 50 
FS95-0022-5P 20 x 20 x 22 5 750 1000 1250 0.20 0.30 0.45 38 
FS95-0018-5P 20 x 20 x 18 5 500 750 1000 0.19 0.25 0.35 31 
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NOMINAL SIZE (inches) No of 
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SQ FT 
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FS95-4436-6P 610 x 610 x 915 6 2550 3400 4250 75 112 161 7.71 
FS95-4430-6P 610 x 610 x 762 6 1700 2550 3400 62 87 124 5.67 
FS95-4429-6P 610 x 610 x 737 6 2550 3400 4250 87 124 174 6.32 
FS95-4424-6P 610 X 610 X 610 6 1700 2550 3400 50 112 144 5.2 
FS95-4422-6P 610 X 610 X 559 6 1700 2550 3400 50 112 149 4.65 
FS95-4420-6P 610 X 610 X 508 6 850 1700 2550 57 112 168 4.18 
FS95-4418-6P 610 x 610 x 457 6 1350 1700 2125 62 79 117 3.9 
FS95-2436-3P 12 x 610 x 915 3 1275 1700 2125 75 112 161 3.9 
FS95-2430-3P 12 x 610 x 762 3 850 1275 1700 62 87 124 2.79 
FS95-2429-3P 12 x 610 x 737 3 1275 1700 2125 87 124 174 3.16 
FS95-2424-3P 12 x 610 x 610 3 850 1275 1700 70 112 149 2.6 
FS95-2422-3P 12 x 610 x 559 3 850 1275 1700 75 112 161 2.32 
FS95-2420-3P 12 x 610 x 508 3 425 850 1275 57 112 168 2.04 
FS95-2418-3P 12 x 610 x 457 3 640 850 1060 99 112 137 2.04 
FS95-0436-5P 508 x 610 x 915 5 2720 3400 4080 112 161 179 6.23 
FS95-0430-5P 508 x 610 x 762 5 1360 2040 2720 62 87 124 4.74 
FS95-0429-5P 508 x 610 x 737 5 2040 2720 3060 87 124 174 5.02 
FS95-0422-5P 508 x 610 x 559 5 1700 2040 2380 75 112 161 3.81 
FS95-0420-5P 508 x 610 x 508 5 725 1400 2125 57 112 169 3.44 
FS95-0418-5P 508 x 610 x 457 5 1275 1700 2125 75 117 137 3.25 
FS95-0036-5P 508 x 508 x 915 5 1360 2040 2720 50 75 112 5.85 
FS95-0030-5P 508 x 508 x 762 5 1360 2040 2720 62 87 124 3.99 
FS95-0029-5P 508 x 508 x 737 5 1360 2040 2720 62 87 124 4.65 
FS95-0022-5P 508 x 508 x 559 5 1275 1700 2125 50 75 112 3.53 
FS95-0018-5P 508 x 508 x 457 5 850 1275 1700 47 62 87 2.88 

 

  



6 POCKET TYPE - SELECTION GUIDE AND PERFORMANCE DATA (60 – 65% EFFICIENCY) 

 
MODEL NO 

NOMINAL SIZE (inches) No of 
Pockets 

C.F.M CAPACITY (CFM) RESISTANCE INCHES W.G MEDIA AREA 
SQ FT 
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FS65-4436-6P 24 x 24 x 36 6 1500 2000 2500 0.14 0.20 0.35 83 
FS65-4430-6P 24 x 24 x 30 6 1000 1500 2000 0.10 0.15 0.25 61 
FS65-4429-6P 24 x 24 x 29 6 1500 2000 2500 0.15 0.25 0.40 68 
FS65-4424-6P 24 X 24 X 24 6 1000 1500 2000 0.12 0.20 0.30 56 
FS65-4422-6P 24 X 24 X 22 6 1000 1500 2000 0.12 0.20 0.30 50 
FS65-4420-6P 24 X 24 X 20 6 500 1000 1500 0.15 0.29 0.41 45 
FS65-4418-6P 24 x 24 x 18 6 800 1000 1250 0.13 0.22 0.35 42 
FS65-2436-3P 12 x 24 x 36 3 750 1000 1250 0.12 0.20 0.35 42 
FS65-2430-3P 12 x 24 x 30 3 500 750 1000 10.00 0.15 0.20 30 
FS65-2429-3P 12 x 24 x 29 3 750 1000 1250 0.15 0.25 0.40 34 
FS65-2424-3P 12 x 24 x 24 3 500 750 1000 0.12 0.22 0.35 28 
FS65-2422-3P 12 x 24 x 22 3 500 750 1000 0.12 0.20 0.32 25 
FS65-2420-3P 12 x 24 x 20 3 250 500 750 0.10 0.29 0.41 22 
FS65-2418-3P 12 x 24 x 18 3 375 500 625 0.12 0.22 0.37 22 
FS65-0436-5P 20 x 24 x 36 5 1600 2000 2400 0.20 0.30 0.46 68 
FS65-0430-5P 20 x 24 x 30 5 800 1200 1600 0.10 0.15 0.25 51 
FS65-0429-5P 20 x 24 x 29 5 1200 1600 1800 0.15 0.25 0.40 54 
FS65-0422-5P 20 x 24 x 22 5 1000 1200 1400 0.15 0.19 0.30 41 
FS65-0420-5P 20 x 24 x 20 5 425 825 1250 0.15 0.29 0.41 37 
FS65-0418-5P 20 x 24 x 18 5 750 1000 1250 0.12 0.20 0.28 35 
FS65-0036-5P 20 x 20 x 36 5 800 1200 1600 0.08 0.12 0.20 63 
FS65-0030-5P 20 x 20 x 30 5 800 1200 1600 0.10 0.15 0.25 43 
FS65-0029-5P 20 x 20 x 29 5 800 1200 1600 0.10 0.15 0.25 50 
FS65-0022-5P 20 x 20 x 22 5 750 1000 1250 0.12 0.15 0.20 38 
FS65-0018-5P 20 x 20 x 18 5 500 750 1000 0.10 0.18 0.22 31 

 

 
MODEL NO 

NOMINAL SIZE (inches) No of 
Pockets 

C.F.M CAPACITY (CFM) RESISTANCE INCHES W.G MEDIA AREA 
SQ FT 
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FS95-4436-6P 610 x 610 x 915 6 2550 3400 4250 75 112 161 7.71 
FS95-4430-6P 610 x 610 x 762 6 1700 2550 3400 62 87 124 5.67 
FS95-4429-6P 610 x 610 x 737 6 2550 3400 4250 87 124 174 6.32 
FS95-4424-6P 610 X 610 X 610 6 1700 2550 3400 50 112 144 5.2 
FS95-4422-6P 610 X 610 X 559 6 1700 2550 3400 50 112 149 4.65 
FS95-4420-6P 610 X 610 X 508 6 850 1700 2550 57 112 168 4.18 
FS95-4418-6P 610 x 610 x 457 6 1350 1700 2125 62 79 117 3.9 
FS95-2436-3P 12 x 610 x 915 3 1275 1700 2125 75 112 161 3.9 
FS95-2430-3P 12 x 610 x 762 3 850 1275 1700 62 87 124 2.79 
FS95-2429-3P 12 x 610 x 737 3 1275 1700 2125 87 124 174 3.16 
FS95-2424-3P 12 x 610 x 610 3 850 1275 1700 70 112 149 2.6 
FS95-2422-3P 12 x 610 x 559 3 850 1275 1700 75 112 161 2.32 
FS95-2420-3P 12 x 610 x 508 3 425 850 1275 57 112 168 2.04 
FS95-2418-3P 12 x 610 x 457 3 640 850 1060 99 112 137 2.04 
FS95-0436-5P 508 x 610 x 915 5 2720 3400 4080 112 161 179 6.23 
FS95-0430-5P 508 x 610 x 762 5 1360 2040 2720 62 87 124 4.74 
FS95-0429-5P 508 x 610 x 737 5 2040 2720 3060 87 124 174 5.02 
FS95-0422-5P 508 x 610 x 559 5 1700 2040 2380 75 112 161 3.81 
FS95-0420-5P 508 x 610 x 508 5 725 1400 2125 57 112 169 3.44 
FS95-0418-5P 508 x 610 x 457 5 1275 1700 2125 75 117 137 3.25 
FS95-0036-5P 508 x 508 x 915 5 1360 2040 2720 50 75 112 5.85 
FS95-0030-5P 508 x 508 x 762 5 1360 2040 2720 62 87 124 3.99 
FS95-0029-5P 508 x 508 x 737 5 1360 2040 2720 62 87 124 4.65 
FS95-0022-5P 508 x 508 x 559 5 1275 1700 2125 50 75 112 3.53 
FS95-0018-5P 508 x 508 x 457 5 850 1275 1700 47 62 87 2.88 

 

 

 

 

 

 



7 & 8 POCKET TYPE - SELECTION GUIDE AND PERFORMANCE DATA (90 – 95% EFFICIENCY)  

 
MODEL NO 

NOMINAL SIZE (inches) No of 
Pockets 

C.F.M CAPACITY (CFM) RESISTANCE INCHES W.G MEDIA AREA 
SQ FT 

 
W   x  H  x  D LOW MED HIGH LOW MED HIGH 
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FS95-4436-7P 24 x 24 x 36 7 1500 2000 2500 0.28 0.45 0.59 96 
FS95-4436-8P 24 x 24 x 36 8 2000 2500 3000 0.43 0.58 0.70 108 
FS95-4430-7P 24 x 24 x 30 7 1500 2000 2500 0.43 0.53 0.74 70 
FS95-4430-8P 24 X 24 X 30 8 1500 2000 2500 0.40 0.50 0.70 78 
FS95-4429-7P 24 X 24 X 29 7 1500 2000 2500 0.39 0.48 0.66 68 
FS95-4429-8P 24 X 24 X 29 8 1500 2000 2500 0.38 0.48 0.65 78 
FS95-4425-8P 24 x 24 x 25 8 1500 2000 2500 0.46 0.66 0.78 72 
FS95-4424-8P 24 x 24 x 24 8 1500 2000 2500 0.28 0.45 0.59 70 
FS95-4422-7P 24 x 24 x 22 7 1000 1500 2000 0.30 0.44 0.59 62 
FS95-4422-8P 24 x 24 x 22 8 1000 1500 2000 0.29 0.43 0.58 66 
FS95-4421-8P 24 x 24 x 21 8 1000 1500 2000 0.32 0.42 0.58 64 
FS95-4418-7P 24 x 24 x 18 7 1000 1500 2000 0.36 0.46 0.61 48 
FS95-4418-8P 24 x 24 x 18 8 1000 1500 2000 0.35 0.45 0.60 55 
FS95-2437-4P 12 x 24 x 37 4 1000 1250 1500 0.35 0.45 0.60 54 
FS95-2436-4P 12 x 24 x 36 4 1000 1250 1500 0.35 0.45 0.60 54 
FS95-2430-4P 12 x 24 x 30 4 750 1000 1250 0.40 0.50 0.70 39 
FS95-2429-4P 12 x 24 x 29 4 750 1000 1250 0.38 0.48 0.68 45 
FS95-2424-4P 12 x 24 x 24 4 750 1000 1250 0.30 0.45 0.60 37 
FS95-2422-4P 12 x 24 x 22 4 500 750 1000 0.33 0.43 0.58 33 
FS95-2418-4P 12 x 24 x 18 4 500 750 1000 0.35 0.45 0.60 28 
FS95-0437-6P 20 x 24 x 37 6 1600 2000 2400 0.43 0.58 0.70 78 
FS95-0436-6P 20 x 24 x 36 6 1600 2000 2400 0.43 0.58 0.70 77 
FS95-0430-6P 20 x 24 x 30 6 1200 1600 2000 0.40 0.50 0.70 69 
FS95-0429-6P 20 x 24 x 29 6 1600 2000 2400 0.48 0.68 0.77 66 
FS95-0424-6P 20 x 24 x 22 6 1200 1600 2000 0.46 0.56 0.68 50 
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FS95-4436-7P 610 x 610 x 915 7 2550 3400 4250 70 112 147 8.92 
FS95-4436-8P 610 x 610 x 915 8 3400 4250 5100 107 144 174 10.03 
FS95-4430-7P 610 x 610 x 762 7 2550 3400 4250 107 132 184 6.50 
FS95-4430-8P 610 X 610 X 762 8 2550 3400 4250 99 124 174 7.25 
FS95-4429-7P 610 X 610 X 737 7 2550 3400 4250 97 119 164 6.45 
FS95-4429-8P 610 X 610 X 737 8 2550 3400 4250 94 119 161 7.20 
FS95-4425-8P 610 x 610 x 635 8 2550 3400 4250 114 164 194 6.69 
FS95-4424-8P 610 x 610 x 610 8 2550 3400 4250 70 112 147 3.87 
FS95-4422-7P 610 x 610 x 559 7 1700 2550 3400 75 109 147 5.76 
FS95-4422-8P 610 x 610 x 559 8 1700 2550 3400 72 107 144 6.13 
FS95-4421-8P 610 x 610 x 533 8 1700 2550 3400 79 104 144 5.95 
FS95-4418-7P 610 x 610 x 457 7 1700 2550 3400 89 114 151 4.46 
FS95-4418-8P 610 x 610 x 457 8 1700 2550 3400 87 112 149 5.11 
FS95-2437-4P 305 x 610 x 940 4 1700 2125 2550 87 112 149 5.02 
FS95-2436-4P 305 x 610 x 915 4 1700 2125 2550 87 112 149 5.02 
FS95-2430-4P 305 x 610 x 762 4 1275 1700 2125 99 124 174 3.62 
FS95-2429-4P 305 x 610 x 737 4 1275 1700 2125 94 119 169 4.18 
FS95-2424-4P 305 x 610 x 610 4 1275 1700 2125 75 112 149 3.44 
FS95-2422-4P 305 x 610 x 559 4 850 1275 1700 82 107 144 3.07 
FS95-2418-4P 305 x 610 x 457 4 850 1275 1700 87 112 149 2.60 
FS95-0437-6P 508 x 610 x 940 6 2720 3400 4080 107 144 174 7.25 
FS95-0436-6P 508 x 610 x 915 6 2720 3400 4080 107 144 17 7.20 
FS95-0430-6P 508 x 610 x 762 6 2040 2720 3400 99 124 174 6.41 
FS95-0429-6P 508 x 610 x 737 6 2720 3400 4080 119 169 191 6.13 
FS95-0424-6P 508 x 610 x 559 6 2040 2720 3400 114 139 169 4.65 

 

 

  



7 & 8 POCKET TYPE  - SELECTION GUIDE AND PERFORMANCE DATA (60 – 65% EFFICIENCY) 

 
MODEL NO 

NOMINAL SIZE (inches) No of 
Pockets 

C.F.M CAPACITY (CFM) RESISTANCE INCHES W.G MEDIA AREA 
SQ FT 

 
W   x  H  x  D LOW MED HIGH LOW MED HIGH 
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FS65-4436-7P 24 x 24 x 36 7 1500 2000 2500 0.10 0.20 0.30 96 
FS65-4436-8P 24 x 24 x 36 8 2000 2500 3000 0.18 0.28 0.40 108 
FS65-4430-7P 24 x 24 x 30 7 1500 2000 2500 0.19 0.30 0.40 70 
FS65-4430-8P 24 X 24 X 30 8 1500 2000 2500 0.15 0.25 0.35 78 
FS65-4429-7P 24 X 24 X 29 7 1500 2000 2500 0.14 0.25 0.35 68 
FS65-4429-8P 24 X 24 X 29 8 1500 2000 2500 0.13 0.23 0.33 78 
FS65-4425-8P 24 x 24 x 25 8 1500 2000 2500 0.22 0.36 0.48 72 
FS65-4424-8P 24 x 24 x 24 8 1500 2000 2500 0.12 0.20 0.32 70 
FS65-4422-7P 24 x 24 x 22 7 1000 1500 2000 0.12 0.20 0.30 62 
FS65-4422-8P 24 x 24 x 22 8 1000 1500 2000 0.10 0.18 0.28 66 
FS65-4421-8P 24 x 24 x 21 8 1000 1500 2000 0.10 0.18 0.28 64 
FS65-4418-7P 24 x 24 x 18 7 1000 1500 2000 0.18 0.23 0.32 48 
FS65-4418-8P 24 x 24 x 18 8 1000 1500 2000 0.16 0.21 0.30 55 
FS65-2437-4P 12 x 24 x 37 4 1000 1250 1500 0.10 0.18 0.28 54 
FS65-2436-4P 12 x 24 x 36 4 1000 1250 1500 0.10 0.18 0.28 54 
FS65-2430-4P 12 x 24 x 30 4 750 1000 1250 0.15 0.25 0.35 39 
FS65-2429-4P 12 x 24 x 29 4 750 1000 1250 0.13 0.23 0.33 45 
FS65-2424-4P 12 x 24 x 24 4 750 1000 1250 0.12 0.20 0.32 37 
FS65-2422-4P 12 x 24 x 22 4 500 750 1000 0.08 0.13 0.28 33 
FS65-2418-4P 12 x 24 x 18 4 500 750 1000 0.13 0.15 0.30 28 
FS65-0437-6P 20 x 24 x 37 6 1600 2000 2400 0.18 0.28 0.40 78 
FS65-0436-6P 20 x 24 x 36 6 1600 2000 2400 0.18 0.28 0.40 77 
FS65-0430-6P 20 x 24 x 30 6 1200 1600 2000 0.15 0.25 0.35 69 
FS65-0429-6P 20 x 24 x 29 6 1600 2000 2400 0.23 0.33 0.42 66 
FS65-0424-6P 20 x 24 x 22 6 1200 1600 2000 0.13 0.18 0.30 50 
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NOMINAL SIZE (inches) No of 

Pockets 
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FS65-4436-7P 610 x 610 x 915 7 2550 3400 4250 25 50 75 8.92 
FS65-4436-8P 610 x 610 x 915 8 3400 4250 5100 45 70 99 10.03 
FS65-4430-7P 610 x 610 x 762 7 2550 3400 4250 47 75 99 6.5 
FS65-4430-8P 610 X 610 X 762 8 2550 3400 4250 37 62 87 7.25 
FS65-4429-7P 610 X 610 X 737 7 2550 3400 4250 35 62 87 6.45 
FS65-4429-8P 610 X 610 X 737 8 2550 3400 4250 32 57 82 7.2 
FS65-4425-8P 610 x 610 x 635 8 2550 3400 4250 55 89 119 6.69 
FS65-4424-8P 610 x 610 x 610 8 2550 3400 4250 30 50 79 3.87 
FS65-4422-7P 610 x 610 x 559 7 1700 2550 3400 30 50 75 5.76 
FS65-4422-8P 610 x 610 x 559 8 1700 2550 3400 25 45 70 6.13 
FS65-4421-8P 610 x 610 x 533 8 1700 2550 3400 25 45 70 5.95 
FS65-4418-7P 610 x 610 x 457 7 1700 2550 3400 45 57 79 4.46 
FS65-4418-8P 610 x 610 x 457 8 1700 2550 3400 40 52 75 5.11 
FS65-2437-4P 305 x 610 x 940 4 1700 2125 2550 25 45 70 5.02 
FS65-2436-4P 305 x 610 x 915 4 1700 2125 2550 25 45 70 5.02 
FS65-2430-4P 305 x 610 x 762 4 1275 1700 2125 37 62 87 3.62 
FS65-2429-4P 305 x 610 x 737 4 1275 1700 2125 32 57 82 4.18 
FS65-2424-4P 305 x 610 x 610 4 1275 1700 2125 30 50 70 3.44 
FS65-2422-4P 305 x 610 x 559 4 850 1275 1700 20 32 70 3.07 
FS65-2418-4P 305 x 610 x 457 4 850 1275 1700 32 37 75 2.6 
FS65-0437-6P 508 x 610 x 940 6 2720 3400 4080 45 70 99 7.25 
FS65-0436-6P 508 x 610 x 915 6 2720 3400 4080 45 70 99 7.2 
FS65-0430-6P 508 x 610 x 762 6 2040 2720 3400 37 62 87 6.41 
FS65-0429-6P 508 x 610 x 737 6 2720 3400 4080 57 82 104 6.13 
FS65-0424-6P 508 x 610 x 559 6 2040 2720 3400 32 45 75 4.65 

 

 

 

 

 



9 & 10 POCKET TYPE - SELECTION GUIDE AND PERFORMANCE DATA (90 – 95% EFFICIENCY) 

 
MODEL NO 

NOMINAL SIZE (inches) No of 
Pockets 

C.F.M CAPACITY (CFM) RESISTANCE INCHES W.G MEDIA AREA 
SQ FT 

 
W   x  H  x  D LOW MED HIGH LOW MED HIGH 
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FS95-4437-

9P 

24 x 24 x 37 9 2000 2500 3000 0.43 0.61 0.80 117 
FS95-4436-

9P 

24 x 24 x 36 9 2000 2500 3000 0.45 0.60 0.80 115 
FS95-4436-

10P 

24 x 24 x 36 10 2000 2500 3000 0.43 58.00 0.75 133 
FS95-4430-

9P 

24 X 24 X 30 9 1500 2000 2500 0.36 0.52 0.73 87 
FS95-4430-

10P 

24 X 24 X 29 10 1500 2000 2500 0.35 0.50 0.70 96 
FS95-4429-

9P 

24 X 24 X 29 9 1500 2000 2500 0.35 0.50 0.70 96 
FS95-4429-

10P 

24 x 24 x 29 10 1500 2000 2500 0.33 0.48 0.67 108 
FS95-4425-

10P 

24 x 24 x 25 10 1500 2000 2500 0.34 0.51 0.65 81 
FS95-4422-

9P 

24 x 24 x 22 9 1000 1500 2000 0.45 0.60 0.73 73 
FS95-4422-

10P 

24 x 24 x 22 10 1000 1500 2000 0.33 0.43 0.57 81 
FS95-4421-

10P 

24 x 24 x 21 10 1000 1500 2000 0.32 0.42 0.58 78 
FS95-4418-

9P 

24 x 24 x 18 9 1000 1500 2000 0.38 0.48 0.65 60 
FS95-4418-

10P 

24 x 24 x 18 10 1000 1500 2000 0.37 0.47 0.63 66 
FS95-2436-

5P 

12 x 24 x 36 5 1000 1250 1500 0.43 0.58 0.78 66 
FS95-2430-

5P 

12 x 24 x 36 5 750 1000 1250 0.35 0.50 0.70 48 
FS95-2429-

5P 

12 x 24 x 29 5 750 1000 1250 0.33 0.48 0.68 54 
FS95-2422-

5P 

12 x 24 x 22 5 500 750 1000 0.33 0.43 0.58 41 
FS95-2421-

5P 

12 x 24 x 21 5 500 750 1000 0.33 0.44 0.58 39 
FS95-2418-

5P 

12 x 24 x 18 5 500 750 1000 0.36 0.47 0.61 33 
FS95-0436-

8P 

20 x 24 x 36 8 1600 2000 2400 0.33 0.48 0.67 107 
FS95-0430-

8P 

20 x 24 x 30 8 1600 2000 2400 0.35 0.50 0.70 8 
FS95-0429-

8P 

20 x 24 x 29 8 1600 2000 2400 0.43 0.58 0.70 85 
FS95-0402-

10P 

20 x 24 x 25 10 1750 2000 2250 0.00 0.55 0.79 81 
FS95-0422-

8P 

20 x 24 x 22 8 1200 1600 2000 0.35 0.48 0.68 65 
FS95-0421-

8P 

20 x 24 x 21 8 1200 1600 2000 0.35 0.48 0.62 62 
 

 
MODEL NO 

NOMINAL SIZE (inches) No of 

Pockets 

AIR FLOW CAPACITY (M3/H) RESISTANCE INCHES (pa) MEDIA AREA 

M² 

 
W   x  H  x  D LOW MED HIGH LOW MED HIGH 
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FS95-4437-9P 610 x 610 x 940 9 3400 4250 5100 107 151 199 10.87 
FS95-4436-9P 610 x 610 x 915 9 3400 4250 5100 112 149 199 10.68 
FS95-4436-10P 610 x 610 x 915 10 3400 4250 5100 107 144 186 12.36 
FS95-4430-9P 610 X 610 X 762 9 2500 3400 4250 89 129 181 8.08 
FS95-4430-10P 610 X 610 X 737 10 2500 3400 4250 87 124 174 8.92 
FS95-4429-9P 610 X 610 X 737 9 2500 3400 4250 87 124 174 8.92 
FS95-4429-10P 610 x 610 x 737 10 2500 3400 4250 82 119 166 10.03 
FS95-4425-10P 610 x 610 x 635 10 2500 3400 4250 84 127 161 7.52 
FS95-4422-9P 610 x 610 x 559 9 1700 2550 3400 112 149 181 6.78 
FS95-4422-10P 610 x 610 x 559 10 1700 2550 3400 82 107 142 7.52 
FS95-4421-10P 610 x 610 x 533 10 1700 2550 3400 79 104 144 7.25 
FS95-4418-9P 610 x 610 x 457 9 1700 2550 3400 94 119 161 5.57 
FS95-4418-10P 610 x 610 x 457 10 1700 2550 3400 92 117 156 6.13 
FS95-2436-5P 305 x 610 x 915 5 1700 2125 2550 107 144 194 6.13 
FS95-2430-5P 305 x 610 x 915 5 1275 1700 2125 87 124 174 4.46 
FS95-2429-5P 305 x 610 x 737 5 1275 1700 2125 82 119 169 5.02 
FS95-2422-5P 305 x 610 x 559 5 850 1275 1700 82 107 144 3.81 
FS95-2421-5P 305 x 610 x 533 5 850 1275 1700 82 109 144 3.62 
FS95-2418-5P 305 x 610 x 457 5 850 1275 1700 89 117 151 3.07 
FS95-0436-8P 508 x 610 x 915 8 2720 3400 4080 82 119 166 9.85 
FS95-0430-8P 508 x 610 x 762 8 2720 3400 4080 87 124 174 7.90 
FS95-0429-8P 508 x 610 x 737 8 2720 3400 4080 107 144 174 7.90 
FS95-0402-10P 508 x 610 x 635 10 2975 3400 3825 75 137 196 7.52 
FS95-0422-8P 508 x 610 x 559 8 2040 2720 3400 87 119 169 6.04 
FS95-0421-8P 508 x 610 x 533 8 2040 2720 3400 87 119 154 5.76 

 

 

 

 

 

 



9 & 10 POCKET TYPE - SELECTION GUIDE AND PERFORMANCE DATA (60 – 65% EFFICIENCY) 

 
MODEL NO 

NOMINAL SIZE (inches) No of 
Pockets 

C.F.M CAPACITY (CFM) RESISTANCE INCHES W.G MEDIA AREA 
SQ FT 

 
W   x  H  x  D LOW MED HIGH LOW MED HIGH 
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FS65-4437-

9P 

24 x 24 x 37 9 2000 2500 3000 0.26 0.36 0.47 117 
FS65-4436-

9P 

24 x 24 x 36 9 2000 2500 3000 0.30 0.35 0.45 115 
FS65-4436-

10P 

24 x 24 x 36 10 2000 2500 3000 0.28 0.33 0.40 133 
FS65-4430-

9P 

24 X 24 X 30 9 1500 2000 2500 0.17 0.28 0.44 87 
FS65-4430-

10P 

24 X 24 X 29 10 1500 2000 2500 0.15 0.25 0.40 96 
FS65-4429-

9P 

24 X 24 X 29 9 1500 2000 2500 0.15 0.25 0.40 96 
FS65-4429-

10P 

24 x 24 x 29 10 1500 2000 2500 0.13 0.23 0.37 108 
FS65-4425-

10P 

24 x 24 x 25 10 1500 2000 2500 0.12 0.20 0.30 81 
FS65-4422-

9P 

24 x 24 x 22 9 1000 1500 2000 0.15 0.20 0.30 73 
FS65-4422-

10P 

24 x 24 x 22 10 1000 1500 2000 0.13 1.18 0.27 81 
FS65-4421-

10P 

24 x 24 x 21 10 1000 1500 2000 0.13 0.18 0.27 78 
FS65-4418-

9P 

24 x 24 x 18 9 1000 1500 2000 0.18 0.23 0.33 60 
FS65-4418-

10P 

24 x 24 x 18 10 1000 1500 2000 0.16 0.21 0.30 66 
FS65-2436-

5P 

12 x 24 x 36 5 1000 1250 1500 0.28 0.33 0.43 66 
FS65-2430-

5P 

12 x 24 x 36 5 750 1000 1250 0.15 0.25 0.40 48 
FS65-2429-

5P 

12 x 24 x 29 5 750 1000 1250 0.13 0.23 0.38 54 
FS65-2422-

5P 

12 x 24 x 22 5 500 750 1000 0.13 0.18 0.28 41 
FS65-2421-

5P 

12 x 24 x 21 5 500 750 1000 0.13 0.18 0.28 39 
FS65-2418-

5P 

12 x 24 x 18 5 500 750 1000 0.15 0.20 0.30 33 
FS65-0436-

8P 

20 x 24 x 36 8 1600 2000 2400 0.14 0.23 0.35 107 
FS65-0430-

8P 

20 x 24 x 30 8 1600 2000 2400 0.15 0.25 0.40 8 
FS65-0429-

8P 

20 x 24 x 29 8 1600 2000 2400 0.24 0.33 0.38 85 
FS65-0402-

10P 

20 x 24 x 25 10 1750 2000 2250 0.24 0.40 0.55 81 
FS65-0422-

8P 

20 x 24 x 22 8 1200 1600 2000 0.17 0.23 0.35 65 
FS65-0421-

8P 

20 x 24 x 21 8 1200 1600 2000 0.17 0.23 0.35 62 
 

 
MODEL NO 

NOMINAL SIZE (inches) No of 

Pockets 

AIR FLOW CAPACITY (M3/H) RESISTANCE INCHES (pa) MEDIA AREA 

M² 

 
W   x  H  x  D LOW MED HIGH LOW MED HIGH 
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FS65-4437-9P 610 x 610 x 940 9 3400 4250 5100 65 89 117 10.87 
FS65-4436-9P 610 x 610 x 915 9 3400 4250 5100 75 87 112 10.68 
FS65-4436-10P 610 x 610 x 915 10 3400 4250 5100 70 82 99 12.36 
FS65-4430-9P 610 X 610 X 762 9 2500 3400 4250 42 70 109 8.08 
FS65-4430-10P 610 X 610 X 737 10 2500 3400 4250 37 62 99 8.92 
FS65-4429-9P 610 X 610 X 737 9 2500 3400 4250 37 62 99 8.92 
FS65-4429-10P 610 x 610 x 737 10 2500 3400 4250 32 57 92 10.03 
FS65-4425-10P 610 x 610 x 635 10 2500 3400 4250 30 50 75 7.52 
FS65-4422-9P 610 x 610 x 559 9 1700 2550 3400 37 50 754 6.78 
FS65-4422-10P 610 x 610 x 559 10 1700 2550 3400 32 45 67 7.52 
FS65-4421-10P 610 x 610 x 533 10 1700 2550 3400 32 45 67 7.25 
FS65-4418-9P 610 x 610 x 457 9 1700 2550 3400 45 57 79 5.57 
FS65-4418-10P 610 x 610 x 457 10 1700 2550 3400 40 52 82 6.13 
FS65-2436-5P 305 x 610 x 915 5 1700 2125 2550 70 82 107 6.13 
FS65-2430-5P 305 x 610 x 915 5 1275 1700 2125 37 62 99 4.46 
FS65-2429-5P 305 x 610 x 737 5 1275 1700 2125 32 57 94 5.02 
FS65-2422-5P 305 x 610 x 559 5 850 1275 1700 32 45 70 3.81 
FS65-2421-5P 305 x 610 x 533 5 850 1275 1700 32 45 70 3.62 
FS65-2418-5P 305 x 610 x 457 5 850 1275 1700 37 52 75 3.07 
FS65-0436-8P 508 x 610 x 915 8 2720 3400 4080 35 57 87 9.85 
FS65-0430-8P 508 x 610 x 762 8 2720 3400 4080 37 62 99 7.9 
FS65-0429-8P 508 x 610 x 737 8 2720 3400 4080 60 82 94 7.9 
FS65-0402-10P 508 x 610 x 635 10 2975 3400 3825 62 99 137 7.52 
FS65-0422-8P 508 x 610 x 559 8 2040 2720 3400 42 57 87 6.04 
FS65-0421-8P 508 x 610 x 533 8 2040 2720 3400 42 75 87 5.76 

 

 

 

 

 



1. All performance data based on ASHRAE 52-76 Test method,. Performance tolerances confirm to 

section 7.4 of ARI Standard 850-78. 

2. Centre C.F.M and initial pressure drop numbers represent air flow statistics. Other data reflects the 
capabilities at this operating capacity. 

3. Recommended final resistance on all types 6P, 7P, 8P is 1.0 inches W.G, 9P, 10P, 12P 

recommended final resistance 1.25 inches W.G. 

4. Standard header thickness is 13/6, other header available is "C" at 1-1/8". If other than 13/16"thick 
header is required, indicated by addition of description to Model no  e.g. FS95-4436-6P. 

5. All size data is nominal. Filter face dimensions are actually 5/8" less than nominal of length and 

width. 

6. Actual filter depth is measured from front of header to the end of pocket. All depth dimensions 

have a tolerance of ±1". 

7. Operating temperature limits: U.L Class 1 Far Sight bag filters are designed to continuous 
operating temperature up to 275˚ F (135˚C). U.L Class 2 Far Sight Bag Filters are designed for 
continuous operating temperature up to 200˚ F (93˚C). All underwriters testing are performed 

according to U.L Standard 900. 

8. Pocket Support loops: Support loops are available against specific requirement at extra charge. 

9. Side Access units are available. Indicate when required by addition of SA to Model no e.g. FS9-

4436-6PSA. 

10. Far Sight Bag filters are available in many sizes not listed above. Contact factory for data 
concerning unlisted sizes and pocket configuration. 

 

 


