
V TYPE – AIR FILTERS 
 

Features This type air filters are made up of special super-
fine polypropylene fiber and glass fiber. Which 
has large filter area, lower pressure drop and 
long service life 

 

Filter media Super-fine polypropylene fiber and glass fiber. 

Separator Hot melt glue 

Seal glue Polyurethane 

Outer frame ABS or galvanization-steel plate 

Working tem. -20℃-80℃ 

Humidity ≤80% 

Efficiency F6-F9(EN779:2002) 

Application Used in the large air flow systems of Pharmacy, 
foodstuff, hospital, dust proof room etc, the 
filters can be used as the end filtering for HEPA 
system or front-end filtering for the UH systems. 

 

Nominal size(") Width Height Depth Media Area Airflow and pressure drop Efficiency 

W*H*D (mm) (mm) (mm) (㎡ ) (m³/h & pa) 
 

24-24-12 592 592 295 16.8 2500/40 3600/80 4500/120 

F6 

20-24-12 490 592 295 12.6 1875/40 2700/80 3375/120 

11-24-12 287 592 295 8.4 1250/40 1800/80 2250/120 

24-20-12 592 490 295 13.8 2000/40 2900/40 3600/120 

24-11-12 592 287 295 7.3 1250/45 1800/85 2100/130 

24-24-12 592 592 295 16.8 2500/60 3600/100 4500/140 

F7 

20-24-12 490 592 295 12.6 1875/60 2700/100 3375/140 

11-24-12 287 592 295 8.4 1250/60 1800/100 2250/140 

11-24-12 592 490 295 13.8 2000/60 2900/100 3600/140 

24-11-12 592 287 295 7.3 1250/65 1800/105 2100/150 

24-24-12 592 592 295 16.8 2500/75 3600/125 4500/165 

F8 

20-24-12 490 592 295 12.6 1875/75 2700/125 3375/165 

11-24-12 287 592 295 8.4 1250/75 1800/125 2250/165 

24-20-12 592 490 295 13.8 2000/80 2900/130 3600/170 

24-11-12 592 287 295 7.3 1250/80 1800/135 2100/180 

24-24-12 592 592 295 16.8 2500/75 3600/125 3600/200 

F9 

20-24-12 490 592 295 12.6 1875/75 2700/125 2700/200 

11-24-12 287 592 295 8.4 1250/75 1800/125 1800/200 

11-24-12 592 490 295 13.8 2000/80 2900/130 2900/205 

24-11-12 592 287 295 7.3 1250/80 1800/135 1700/205 

*According to the customers requirement we can make different specifications & types of 
filters  


